
	 HAND-ARM VIBRATION
HAV-00 

Hand-Arm Vibration — Implementation Guide 

Read this first. 

The legal position 

The Control of Vibration at Work Regulations 2005 set a daily EXPOSURE ACTION VALUE of 2.5 m/s2 
A(8), at which the employer must take action to reduce exposure and provide health surveillance, and a 
daily EXPOSURE LIMIT VALUE of 5 m/s2 A(8), which must not be exceeded. In the HSE points system 
these are 100 points and 400 points. 

Why this matters here 

Hand-arm vibration syndrome is permanent nerve and circulatory damage. It does not improve and it 
does not reverse. A breaker can reach the action value in around five minutes of trigger time. 

What the law asks for 

The order to do it in 

1. Complete the risk assessment (HAV-01) for your own site. Walk it, do not just sign it. 
2. Adopt the safe system of work (HAV-02) and put a copy where the work happens. 
3. Start the monitoring record (HAV-03). 
4. Deliver the training (HAV-04). Your own supervisor, about an hour. 
5. Test knowledge (HAV-05). Candidate paper blank, answers in ink. Mark with the key. 
6. Assess practically (HAV-06) on your own site and equipment. 
7. Authorise in writing (HAV-07). The document most firms are missing. 
8. Run the toolbox talks (HAV-08) and keep the signed sheets. 
9. Log everybody on the register (HAV-09) and diary the refreshers. 

Half a day of setup, then about an hour per person. 

Refresher interval 

Requirement Source What it means here

Assess exposure Vibration Regs 2005 reg 5 Use the manufacturer's declared figure and 
REAL trigger time, not a guess

Eliminate or reduce exposure to as low as 
reasonably practicable

reg 6 Better tools, different method, job rotation, 
mechanisation

Do not exceed the exposure limit value reg 6(4) 5 m/s2 A(8), or 400 points

Health surveillance where exposure is likely 
to reach the action value

reg 7 Records kept and acted upon

Information and training reg 8 They must know what the early symptoms 
are and report them
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There is no legally fixed interval. HSE expects refresher training at a frequency justified by risk. Three years is 
common practice, and sooner after any incident, near miss, new equipment or change of process. 

Scope and limitations — read before use 
IMPORTANT — SCOPE AND LIMITATIONS. This document is a template and guidance product. It is a starting point, not a finished 
assessment. Every workplace is different, and only the employer knows their own site, vehicles, people and tasks. The legal duties under 
the Health and Safety at Work etc. Act 1974, the Provision and Use of Work Equipment Regulations 1998, the Workplace (Health, Safety 
and Welfare) Regulations 1992 and all other relevant law remain with the employer at all times and cannot be transferred to PHW Services 
or to any document. You must read, adapt and complete this material for your own site, satisfy yourself that it is suitable and sufficient, and 
seek competent advice where you are unsure. PHW Services does not warrant that using this pack will prevent an accident, prevent 
enforcement action, or achieve compliance in any particular case. Nothing in this pack is approved or endorsed by the Health and Safety 
Executive. 
Contains public sector information published by the Health and Safety Executive and licensed under the Open Government Licence v3.0. 
This pack is not an HSE publication, is not approved or endorsed by HSE, and does not reproduce the HSE logo. Always refer to the 
current HSE guidance and legislation at hse.gov.uk, which may have changed since this pack was written.

PHW Services  ·  qualification through competence  ·  HAV 00 Implementation Guide  ·  Page  of 2 2


